
PIHER NORTH AMERICA

HERRAMIENTAS DE SUJECIÓN
CLAMPING TOOLS

www.piher.com

2019



Juan and Ricardo Piqueras, brothers and engineers, 
founded PIHER (PIqueras HERmanos - Brothers) in 1957.  
From the start, they have been devoted to improving 
the piston clamping system and they consequently 
patented all their innovations in this area. 

Until then all the clamps made in Spain followed the 
traditional simple screw technique. The system Ricardo 
and Juan patented is virtually the same as the one used 
today in the E, F and R models. This is the real beginning 
of the assembly line production of Piher clamps. 
 
In 1990 the next generation of the Piqueras family, sons of 
the founders, took the reins of the company modernising 
production methods, working ways and machinery. 
 
From this moment exporting tools began in earnest, 
developing new models, associating with other 
companies to develop a more complete catalogue 
compatible with their own production and design. 
 
The Piher company continues to be closely associated 
with where it all began, La Rioja, as well as keeping 
its original the family values. The foundry where 
the pieces are produced is less than 150 km away 
from the factory where all the design of new clamps 
and improvements of existing ones take place. 
 
Since the very beginning, the work has been exclusively 
concentrated on manufacture and design of top quality 
clamping tools offering maximum performance carrying 
out rigorous quality control with constant innovations. 
 
Thanks to all this, Piher tools are known throughout 
the world for their resistance and faith in traditional 
tool manufacturing based on advanced exclusive 
craftsmanship.

INDUSTRIAS PIQUERAS S.A.

Pol. Cantabria 1 
c/ Pescadores, 6 
26009 Logroño, Spain 
tel. +34 941 254 885 
fax. +34 941 256 156 
piher@piher.com

Spain · La Rioja · Logroño

www.piher.com
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THE POWER  CONSUMPTION OF OUR FACTORY IS  

100% RENEWABLE ENERGY 

ASSOCIATED TO 

ECONOMY FOR THE  COMMON  
GOOD
www.ecogood.orgUnited Kingdom, 2015

Eurobois, Lyon, France, 2011

QUIALITY COMMITMENT ENVIROMENTAL COMMITMENT

TOP PRODUCT        
MULTIPROP

MULTIPROP

OUTSTANDING NEW PRODUCT
LYON d'OR AWARD

Professional Builder Magazine

ISO: 9001 ISO: 14001

CONSTANT DESIGN & INNOVATION 
These tools are constantly being improved 
by our own R+D department

100% 0WN MAKE  
With certified quality materials  
of European origin.

LIFETIME GUARANTEE  
We trust these tools  
(see sales & replacement terms)

The core of our products is the exclusive designs developed 
and manufactured by ourselves. 
These special tools are under PIHER GUARANTEE have 
been constanly improved over the last 60 years.

CERTIFICATES & AWARDS

PIHER  OWN FABRICATION & DESIGN GUARANTEE
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Maximum opening

Maximum depth

Clamping depth

Diameter

Weight

Units per box

Blister packaging

Minimum Multiprop length

Maximum Multiprop length

Maximum Suction capacity (Horizontally)

Maximum Suction capacity (Vertically)

Bar clamp Width and height

Spring clamp length

A Electric current in amps

Woodworking & Carpentery

Light works

 Metalworking & Welding

Building

Vehicles & Mechanics
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Piher cooperates with Albaola to 
supply them all their clamping tool 
needs They are building a historical 
replica of the San Juan, a whaling 
ship built in the 16th century in the 
same port where they are located 
now. This project has Unesco 
recognition.

https://www.youtube.com/watch?v=DLZfpkp5XM8&feature=youtu.be


CLAMPS

krzyzecki

masswoodworks

masswoodworks

centurionfjd

centurionfjd

krzyzecki



                     

MAGAZINE

BEST PRODUCT
OF THE YEAR

UK  2015

For more information

Easy, Fast and Accurate 
Screw adjustable pressure 
 
Fiberglass reinforced nylon 
handle.

Exclusive design / World First  
Unique patented adjusting 
and locking systems. 
Quick mounting.

Tilting non-slip pads 
adjustable to any angle

USA PATENT

Spring mechanism 
for quick locking

1mm thick steel tubes

click

MULTIPROP
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440 lb

  

 

MOD. P0 MOD. P1 MOD. P2 MOD. P3 MOD. P4

661 lb

661 lb

661 lb

101lb

220 lb

1.3 ft    40cm
60cm 2 ft
300kg 300kg

300kg 60cm

100cm 3.3 ft1 m.

2 m. 

3 m. 

4 m.

3.1ft  95cm

5 ft   155cm

5.6 ft    170cm
200kg

661 lb 300kg

6.5 ft   200cm
300kg

290 cm   9.5ft
100 kg

Kg

Lb

300
661

UP TO
12.3 ft   375cm

 46 kg

300kg

300kg

The suggested loads offer a safety factor of 1.5 in 
each test. For example: if the suggested load is 300kg 
, 450kg has been applied in the test and the tool still 
shows no damage.*

COD 34000 30010 30011 30012 34004

min-Max 40-60 cm  1.3 '-2 ' 60-100 cm  2 '-3.3 ' 95-170 cm  3 '-5.6 ' 155-290 cm  5 '-9.5 ' 200-375 cm  6.5 '-12 '

kg lb 1.1 kg  2.4 lb 1.36 kg  3 lb 1.81 kg  4 lb 2.61 kg  6 lb 3.18 kg  7 lb

5

* We are not responsible for any misuse of the multiprop.

• Completely Waterproof
• Really useful for indoor renovations
• Cut to any size. 

Just let us know the length required

MULTIPROP ACCESSORY ARM+

+18cm  +7''

ARM+

• Easy One hand use
• 220 lb Load capacity
• Manufactured in steel and fiberglass reinforced 

nylon.
• Tilting non-slip pads adjustable to any angle
• For every of our multiprops.
• Don't turn the handle if accesory used. 

COD kg lb

34089 0.51 1.1 2

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

PATENTED

MULTIPROP 
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5.5 ft   168cm

9.8 ft   300cm
10.4 ft   318cm

MULTIPROP ARM+3
COD kg lb

34093 2.86 6.3 5

ARM+

3. Push up on the spring to release pressure.

2. To increase pressure and distance

1. Fast action

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 

MADE IN SPAIN
PATENTED
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Ø.9 ''

COD kg lb Maximum capacity Length Full Holdall kg lb

93049 .65 1.4 5 x P3 Multiprop 165 cm 5.4 ft 11kg  24 lb

93050 .70 1.5 5 x P4 Multiprop 210 cm 6.8 ft 12 kg  26 lb

Ø1.2''

TRIPOD

ACCESSORIES

Ø30mm

Ø25mm

• Load capacity: 661 lb.
• Welded tubes and profiles.
• For our Multiprop and for Ø1.2'' tubes

• Made of steel
• Hooks with plastic protectors.
• Adjustable for tubes from Ø0.9'' to 1.2''.
• 55lb. Load Capaity .

SPARE PADS

COD kg lb

34502 0.1 .22 1

COD kg lb

30015 0.9  1.9 1

COD kg lb

34050 2.2  4.8 1

COD kg lb

34504 0.26 .57 1

40cm  16 ''

MULTIPURPOSE ADJUSTABLE HANGER

MULTIPROP HOLDALL 

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN
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EXTRA LONG PADS

FIXED PAD KIT 

Ø2.95''

Ø.25''

Ø.19''

Ø75mm

Ø6.5mm

Ø4.9mm

• Wholly in steel
• Screw holes and slots for fixing metal or wooden 

supports.
• Keeps supports parallel
• Locks Multiprop spring system to improve 

accuracy and security in levelling work

ACCESSORIES

B

A

90º

90º

• Aluminium body.
• Stainless steel springs.
• EPDM rubber anti-slip surface.

COD A 
cm inch

B 
cm inch

kg lb

34036

6 2.3

20 7.8 0.13 .28

1  34037 35 13.7 0.21 .46

34038 70 27.5 0.38 .83

COD kg lb

34039 .39 .85 1

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 

MADE IN SPAIN
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Useful for 
fine diameters

Multiple screw and nut holes (M6. M8 and W 1/4 '')

Non-slip pads

Steel screw, 
axis and 
reinforcements  
made of steel

Fiberglass reinforced 
nylon jaws 
 
Maximum pressure 
330lb (150kg) 
 
For flat and 
contoured surfaces, 
tubes...

MULTICLAMP 
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MULTICLAMP WITH ADJUSTABLE BASE

COD
 mm in   mm in kg lb

34052 50  1.9 18-48 0.7-1.8 .22 .48 1

COD
 mm in   mm in kg lb

34046 40 1.5 18-48 0.7-1.8 .23 .50 1

COD
 mm in   mm in kg lb

34044 40 1.5 18-40 0.7-1.5 .23 .50 1

COD
 mm in   mm in kg lb

34048 50  1.9 18-48 0.7-1.8 .38 83 1

Ø7mm
 Ø.27''

60mm
 2.36''

4mm
 .15''

65mm
 2.55''

78mm
 3.07''

7mm .27''

25mm
 .98'

MULTICLAMP
PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN

MULTICLAMP MULTICLAMP WITH HOOK MULTICLAMP WITH PRESSED EYE
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COD
 mm in   mm in kg lb

34054 50  1.9 18-48 0.7-1.8 .44.97 1

COD
 mm in   mm in kg lb

34055
A: 50 1.9 A: 18-48  .7-1.8

.44  .97 1
B: 30  1.1 B: 18-30 .7-1.1

B

A

• Two Multiclamps connected using an M6 screw 
with an adjustable fixed 360º angle turning the 
M6 screw

• Two Multiclamps connected through the 
threaded shaft of the pivoting Multiclamp giving 
an adjustable 360º angle.

• By turning up the wing nut you can easily adjust 
the pressure  and the angle semi-locking it.

PIVOTING DOUBLE MULTICLAMP

FIXED DOUBLE  MULTICLAMP

MULTICLAMP
PIHER FABRICATION GUARANTEE

OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN
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8cm  

3.1' '

15cm

5.9' '

*

COD  
mm in

  
mm in

kg lb

34051 50  1.9 18-48 .7-1.8 .41 .90
1

34061 34051 + 34059 *

MULTI-DEVICE SUPPORT
• Made of aluminium
• Easily fixed.
• Multi-position with double joints.
• Holding pressure  3kg (6.61 lbs)..
• Standard screw UNC 1/4 for lasers, cameras ...

QUICK ADAPTOR UNC 1/4 * THREAD ADAPTOR

W kg lb

34059 0.025
0.055 1

COD kg lb

34064 0.031
0.068' 1

• Made of brass to avoid 
damage.

• Made of aluminium.
• Standard screw UNC 1/4

Ø5/8''

Ø3/8''
Ø1/8''

Ø3/8''

2 units/pack  

MULTICLAMP
PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN
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12cm 4.7' '

22cm  
8.6' '

90º

MULTI-DEVICE SUPPORT WITH MAGNETMULTI-DEVICE SUPPORT WITH SUCTION CUP

SMARTPHONE & TABLET HOLDER

MULTICLAMP DISPLAY  BOX 

UNC1/4

COD kg lb

34057 0.15 0.33 1

COD kg lb

34056 0.038 0.083 1

• Protecction cap 
included.

• Horizontal suction 
capacity 55 lb. 

• Powerful permanent 
ferrite magnet.

• Multi-device Support accessories.
• Rubber protected contact surface.
• Made from ABS plastic.

9.5cm  3.7 ' '

5cm 1.9 ' '

COD Ø 
cm in kg lb

34058 11.5 4.5 0.72 1.58 1

COD Ø 
cm in kg lb

34063 8.8 3.4 0.62 1.36 1

COD SET kg lb

34072 5.2 
11.4

1

34071 5.38 
11.8

34048x4

34048x2

34046x4

34051x4

34052x8

34052x4

34044x4

34044x4

34054x2
35.5cm 

13.9''
28cm 

11''

13.5cm
5.31''

MULTICLAMP
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Extra resistant steel 
band

Tempered steel band 
CK67S 
 
Smooth steel band 
edges. 

Four clamps in one tool

Always accurate joints 
 
Evenly distributed pressure.

Nylon angle grips

Steel body

STEEL BAND 
CLAMP
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COD MOD Width cm in Length cm ft kg lb

24002 A 1.2 .47 500 16.4 1.29 2.84

1  24003 B 2  .78 650 21.3 2.09 4.60

24004 C 2.5  .98 800 26.2 2.71 5.97

COD MOD Width cm in Length cm ft kg lb

24005 B (ring) 2 .78 650 21.3 1.79 4
1  

24006 C (ring) 2.5  .98 800 26.2 2.37 5.2

COD MOD Width cm in Length cm ft kg lb

24007 Hex. 1.2  .47 500 16.4 1.31 3 1  

COD MOD Width cm in Length cm ft kg lb

24008 Oct. 1.2 .47 500  16.4 1.45 3.2 1  

RECTANGULAR MODELS   A, B & C

STEEL BAND RING MODELS  B & C

HEXAGONAL MODEL

OCTOGONAL MODEL

STEEL BAND CLAMPS

COD MOD

24011 A  Nylon angle

24012 B Nylon angle

24013 C Nylon angle

24015 A Nylon Reel

24016 B Nylon Reel

24017 C Nylon Reel

COD MOD

24021 A Base angle

24022 B Base angle

24023 C Base angle

24511 A Steel body

24512 B Steel body

24513 C Steel body

SPARES 

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 

MADE IN SPAIN
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For more Information

Positioning system 
to hold and prevent 
any free fall of the 
moving jaw. Ergonomically 

shaped handle, 
interchangeable 
and multi 
positionable.

Greasing 
hole through 
which  
the screw can 
be lubricated.

Grooved fixed jaw 
for optimum grip of 
tubes, profiles, etc.

Nonslip brake  
on moving jaw

Curved jaw 
heads which 
allow work 
around edges 
and protrusions. 

Epoxy paint 
coated  
cast iron jaws.

Anti-rust coated  
Extra resistant hot 
rolled steel bar 
(90Kg./mm2)

MAXIPRESS
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No twisting at all thanks to  
the piston system

Multiplies both the advance and 
pressure capacity thanks to the 

double thread, like gears

The triangular teeth reach more 
contact surface. Therefore they get 

more pressure and  grip

Protected thread from any outside 
agent: welding or concrete splats, 

steel slivers, etc..

FULLY PROTECTED 
DOUBLE THREADED SCREW
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COD   cm in   cm in   cm in kg lb

60020 20 8'' 12 5'' 10 4'' 2.12 4.67

5

60030 30 12'' 12 5'' 10 4'' 2.34 5.16

60040 40 16'' 12 5'' 10 4'' 2.56 5.64

60050 50 20'' 12 5'' 10 4'' 2.78 6.13

60060 60 24'' 12 5'' 10 4'' 3.00 6.61

60080 80 31'' 12 5'' 10 4'' 3.44 7.58

3

60100 100 39'' 12 5'' 10 4'' 3.88 8.55

60120 120 47'' 12 5'' 10 4'' 4.32 9.52

60140 140 55'' 12 5'' 10 4'' 4.76 10.49

60150 150 59'' 12 5'' 10 4'' 4.98 10.98

BAR 35 x 8 mm 1.4'' x .3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

COD   cm in   cm in   cm in kg lb

61030 30 12'' 16 6'' 14 5.5'' 3.5 7.7

3

61040 40 16'' 16 6'' 14 5.5'' 3.82 8.4

61050 50 20'' 16 6'' 14 5.5'' 4.13 9.1

61060 60 24'' 16 6'' 14 5.5'' 4.45 9.8

61080 80 31'' 16 6'' 14 5.5'' 5.07 11.2

61100 100 39'' 16 6'' 14 5.5'' 5.7 12.6

61120 120 47'' 16 6'' 14 5.5'' 6.33 14.0

61140 140 55'' 16 6'' 14 5.5'' 6.96 15.3

61150 150 59'' 16 6'' 14 5.5'' 7.27 16.0

61160 160 63'' 16 6'' 14 5.5'' 7.59 16.7

61180 180 71'' 16 6'' 14 5.5'' 8.21 18.1

2

61200 200 79'' 16 6'' 14 5.5'' 8.83 19.5

61220 220 87'' 16 6'' 14 5.5'' 9.46 20.9

61250 250 98'' 16 6'' 14 5.5'' 10.06 22.2

61300 300 118'' 16 6'' 14 5.5'' 10.72 23.6

BAR 40x10 mm 1.6''x.4''  MAXIMUM PRESSURE 1000 kg  / 2250 lb

MAXIPRESS F MAXIPRESS R

MAXIPRESS
PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN

12cm 5'' 16cm 6'
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BAR 35 x 8 mm 1.4'' x .3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

BAR 35 x 8 mm 1.4'' x .3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

COD R  cm in  cm in   cm in   cm in kg lb

60504 27-64 10.6-25.1 40 16'' 12 4.7'' 10 4.7'' 3.03 6.68

5
60505 27-74 10.6-29.1 50 20'' 12 4.7'' 10 4.7'' 3.21 7.12

60506 27-84 10.6-33 60 24'' 12 4.7'' 10 4.7'' 3.47 7.65

60508 27-104 10.6-40.9 80 31'' 12 4.7'' 10 4.7'' 3.91 8.62

60510 27-124 10.6-48.8 100 39'' 12 4.7'' 10 4.7'' 4.35 9.59

60512 27-144 10.6-56.6 120 47'' 12 4.7'' 10 4.7'' 4.79 10.56

360515 27-174 10.6-68.5 150 59'' 12 4.7'' 10 4.7'' 5.45 12

60520 27-224 10.6-88.1 200 79'' 12 4.7'' 10 4.7'' 6.55 14.4

COD R  cm in  cm in   cm in   cm in kg lb

61504 30-57 11.8-22.4 30 11.8'' 16 6.3'' 14 5.5'' 4.01 9

3
61505 30-77 11.8-30.3 50 20'' 16 6.3'' 14 5.5'' 4.68 10.3

61506 30-87 11.8-34.2 60 24'' 16 6.3'' 14 5.5'' 5.00 11

61508 30-107 11.8-42 80 31'' 16 6.3'' 14 5.5'' 5.67 12.5

61510 30-127 11.8-50 100 39'' 16 6.3'' 14 5.5'' 6.25 13.8

61512 30-147 11.8-57.8 120 47'' 16 6.3'' 14 5.5'' 6.88 15.2

2

61515 30-177 11.8-69.6 150 59'' 16 6.3'' 14 5.5'' 7.82 17.2

61520 30-227 11.8-89 200 79'' 16 6.3'' 14 5.5'' 9.39 20.70

61525 30-277 11.8-109 250 98'' 16 6.3'' 14 5.5'' 1.96 24.2

61530 30-327 11.8-128.7 300 118'' 16 6.3'' 14 5.5'' 12.53 27.6

BAR 40x10 mm 1.6''x.4''  MAXIMUM PRESSURE 1000 kg  / 2250 lb

BAR 40x10 mm 1.6''x.4''  MAXIMUM PRESSURE 1000 kg  / 2250 lb

 REVERSIBLE MAXIPRESS F

 REVERSIBLE MAXIPRESS FT for Tubes & Pipes

 REVERSIBLE MAXIPRESS R

REVERSIBLE MAXIPRESS
PIHER FABRICATION GUARANTEE

OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN

 REVERSIBLE MAXIPRESS RT for Tubes & Pipes

COD R  cm in  cm in   cm in   cm in kg lb

61603 34-61 13.3-24 40 16'' 16 6.3'' 14 5.5'' 4.37 9.63

3

61605 34-81 13.3-31.8 50 20'' 16 6.3'' 14 5.5'' 4.68 1.32

61606 34-91 13.3-35.8 60 24'' 16 6.3'' 14 5.5'' 5.00 11

61608 34-111 13.3-43.7 80 31'' 16 6.3'' 14 5.5'' 5.67 12.5

61610 34-131 13.3-51.5 100 39'' 16 6.3'' 14 5.5'' 6.25 13.8

61612 34-151 13.3-59.4 120 47'' 16 6.3'' 14 5.5'' 6.88 15.2

2

61615 34-181 13.3-71.2 150 59'' 16 6.3'' 14 5.5'' 7.82 17.2

61620 34-231 13.3-91 200 79'' 16 6.3'' 14 5.5'' 9.39 20.70

61625 34-281 13.3-110 250 98'' 16 6.3'' 14 5.5'' 1.96 24.2

61630 34-331 13.3-130 300 118'' 16 6.3'' 14 5.5'' 12.53 27.6

COD R  cm in  cm in   cm in   cm in kg lb

60602 31-48 12.2-18.8 40 16'' 12 4.7'' 10 4.7'' 3.03 6.68

5

60604 31-68 12.2-26.7 50 20'' 12 4.7'' 10 4.7'' 3.25 7.17

60606 31-88 12.2-34.6 60 24'' 12 4.7'' 10 4.7'' 3.47 7.65

60608 31-108 12.2-42.5 80 31'' 12 4.7'' 10 4.7'' 3.91 8.62

60610 31-128 12.2-50.3 100 39'' 12 4.7'' 10 4.7'' 4.35 9.59

60612 31-148 12.2-58.2 120 47'' 12 4.7'' 10 4.7'' 4.79 10.56

360615 31-178 12.2-70 150 59'' 12 4.7'' 10 4.7'' 5.45 12

60620 31-228 12.2-89.7 200 79'' 12 4.7'' 10 4.7'' 6.55 14.4

R

D

Maximum Diameter  
30cm 11.8''

Maximum Diameter  
20cm 7.8''
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Protected double thread piston 
with greasing hole.

BAR 60 x 12 mm 2.3'' x .5''  MAXIMUM PRESSURE 2200 kg/ 4950 lb

 Extra-strong clamps
• Fully protected against any kind of hit, dirt or welding splats.
• Malleable cast iron jaws.
• Extra resistant hot rolled steel bar (90 Kg./mm2). 
• Greasing hole through which the screw can be lubricated.
• Nonslip brake on moving jaw.
• Anti-rust coated bar.
• Epoxy painted jaws.
• Grooved fixed jaw to hold pipes and angled pieces.
• For specialised shipbuilding, carbody work, etc.

MOD. XXL

COD  cm in  cm in  cm in kg lb

12025 25 9.8'' 19 7.5'' 16.5 6.5'' 7.2 15.9

2

12030 30 11.8'' 19 7.5'' 16.5 6.5'' 7.5 16.5

12040 40 15.7'' 19 7.5'' 16.5 6.5'' 8.0 17.6

12050 50 19.7'' 19 7.5'' 16.5 6.5'' 8.5 18.7

12060 60 23.6'' 19 7.5'' 16.5 6.5'' 9.2 20.3

12080 80 31.5'' 19 7.5'' 16.5 6.5'' 1.3 22.7

12100 100 39.4'' 19 7.5'' 16.5 6.5'' 11.4 25.1

12120 120 47.2'' 19 7.5'' 16.5 6.5'' 12.6 27.8

12140 140 55.1'' 19 7.5'' 16.5 6.5'' 13.7 30.2

12150 150 59'' 19 7.5'' 16.5 6.5'' 14.2 31.3

12160 160 63.0'' 19 7.5'' 16.5 6.5'' 14.8 32.6

1

12180 180 70.9'' 19 7.5'' 16.5 6.5'' 15.9 35.1

12200 200 78.7'' 19 7.5'' 16.5 6.5'' 17.1 37.7

12220 220 86.6' 19 7.5'' 16.5 6.5'' 18.2 40.1

12240 240 94.5'' 19 7.5'' 16.5 6.5'' 19.3 42.5

12250 250 98.4'' 19 7.5'' 16.5 6.5'' 2.0 44.1

12275 275 108.3'' 19 7.5'' 16.5 6.5'' 21.3 47.0

12300 300 118.1'' 19 7.5'' 16.5 6.5'' 22.7 50

XXL CLAMPS
PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

EU REGISTERED DESIGN

19cm 7.5''

EXTREME PRESSURE
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BAR 18x7mm .7''x.3''
 MAXIMUM PRESSURE 400 kg / 900 lb

BAR 18x7mm .7''x.3''
 MAXIMUM PRESSURE 400 kg / 900 lb

BAR 18x7mm .7''x.3''
 MAXIMUM PRESSURE 400 kg / 900 lb

COD  

cm in

 

cm in

 

cm in
kg lb

01012 12 4.7'' 7 2.8'' 5.7 2.2'' .42 .9

10

01015 15 6'' 7 2.8'' 5.7 2.2'' .45 1.0

01020 20 7.9'' 7 2.8'' 5.7 2.2'' .50 1.1

01025 25 9.8'' 7 2.8'' 5.7 2.2'' .55 1.2

01030 30 11.8'' 7 2.8'' 5.7 2.2'' .60 1.3

COD  

cm in

 

cm in

 

cm in
kg lb

02012 12 4.7'' 7 2.8'' 5.7 2.2'' .44 1.0

10

02015 15 6'' 7 2.8'' 5.7 2.2'' .47 1.0

02020 20 7.9'' 7 2.8'' 5.7 2.2'' .52 1.1

02025 25 9.8'' 7 2.8'' 5.7 2.2'' .57 1.3

02030 30 11.8'' 7 2.8'' 5.7 2.2'' .62 1.4

COD  

cm in

 

cm in

 

cm in
kg lb

22012 12 4.7'' 7 2.8'' 5.7 2.2'' .48 1.1

10

22015 15 6'' 7 2.8'' 5.7 2.2'' .56 1.1

22020 20 7.9'' 7 2.8'' 5.7 2.2'' .61 1.2

22025 25 9.8'' 7 2.8'' 5.7 2.2'' .66 1.3

22030 30 11.8'' 7 2.8'' 5.7 2.2'' .71 1.5

MOD. M MOD. MM MOD. Z

•  Recommended  for metal work. 
• Malleable cast iron jaws
• Zinc coated guaged steel bar
• Nonslip brake on moving jaw

•  Recommended  for woodworking.
• Malleable cast iron jaws
• Zinc coated guaged steel bar
• Nonslip brake on moving jaw

•  Recommended  for welding, plasterwork, etc. 
• Malleable cast iron jaws
• Zinc coated guaged steel bar
• Nonslip brake on moving jaw

Finely threaded screw with cross 
shaped handle giving maximum 
pressure. 

Beech wood handle and trapezoidal 
threaded screw.

Fully Protected with finely threaded 
screw for longer life.

SMALL CLAMPS
PIHER FABRICATION GUARANTEE

OWN MAKE & DESIGN 
MADE IN SPAIN

PROTECTION CAP SET FOR  M, MM & Z  MODELS

Oil free reinforced plastic. 

No marks left on the material.

4.2mm
0.16''

COD kg lb

30023 0.04 0.08 1

4 units/pack

7cm 2.8'' 7cm 2.8'' 7cm 2.8''
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Piston System  
Double Thread  
with fine  
triangular teeth Nonslip brake  

on moving jaw

New loss prevention 
brake system in 
models F and R 

Cast iron and Epoxy  
coated jaws

Extra resistant hot 
rolled steel bar  
(90Kg./mm2)

Anti-rust coated bar

CLASSIC LINE
PISTON CLAMPS
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tibbysingh centurionfjd

centurionfjd

31 www.piher.com

http://www.piher.com
www.piher.com


COD  cm in  cm in  cm in kg lb

03010 10 4'' 8.5 3.3'' 7 2.8'' 1.00 2.20

5

03015 15 6'' 8.5 3.3'' 7 2.8'' 1.10 2.43

03020 20 8'' 8.5 3.3'' 7 2.8'' 1.20 2.65

03025 25 10'' 8.5 3.3'' 7 2.8'' 1.30 2.87

03030 30 12'' 8.5 3.3'' 7 2.8'' 1.40 3.09

03040 40 16'' 8.5 3.3'' 7 2.8'' 1.50 3.31

03050 50 20'' 8.5 3.3'' 7 2.8'' 1.60 3.53

03060 60 24'' 8.5 3.3'' 7 2.8'' 1.70 3.75

COD  cm in  cm in  cm in kg lb

05020 20 8'' 15 6'' 12.5 4.9'' 2.80 6.17

3

05025 25 10'' 15 6'' 12.5 4.9'' 3.00 6.61

05030 30 12'' 15 6'' 12.5 4.9'' 3.10 6.83

05040 40 16'' 15 6'' 12.5 4.9'' 3.40 7.50

05050 50 20'' 15 6'' 12.5 4.9'' 3.70 8.16

05060 60 24'' 15 6'' 12.5 4.9'' 4.00 8.82

05080 80 31'' 15 6'' 12.5 4.9'' 4.60 10.14

05100 100 39'' 15 6'' 12.5 4.9'' 5.20 11.5

05120 120 47'' 15 6'' 12.5 4.9'' 5.80 12.8

05140 140 55'' 15 6'' 12.5 4.9'' 6.40 14.1

05150 150 59'' 15 6'' 12.5 4.9'' 6.70 14.8

05160 160 63'' 15 6'' 12.5 4.9'' 7.00 15.4

05180 180 71'' 15 6'' 12.5 4.9'' 7.60 16.8

2

05200 200 79'' 15 6'' 12.5 4.9'' 8.20 18.1

05220 220 87'' 15 6'' 12.5 4.9'' 8.80 19.4

05250 250 98'' 15 6'' 12.5 4.9'' 9.70 21.4

05300 300 118'' 15 6'' 12.5 4.9'' 11.20 24.7

COD  cm in  cm in  cm in kg lb

04020 20 8'' 12 4.7'' 10.5 4.1'' 1.80 3.97

5

04025 25 10'' 12 4.7'' 10.5 4.1'' 1.90 4.19

04030 30 12'' 12 4.7'' 10.5 4.1'' 2.00 4.41

04040 40 16'' 12 4.7'' 10.5 4.1'' 2.20 4.85

04050 50 20'' 12 4.7'' 10.5 4.1'' 2.40 5.29

04060 60 24'' 12 4.7'' 10.5 4.1'' 2.60 5.73

04080 80 31'' 12 4.7'' 10.5 4.1'' 3.00 6.61

04100 100 39'' 12 4.7'' 10.5 4.1'' 3.40 7.50

04120 120 47'' 12 4.7'' 10.5 4.1'' 3.80 8.38

3
04140 140 55'' 12 4.7'' 10.5 4.1'' 4.20 9.26

04150 150 59'' 12 4.7'' 10.5 4.1'' 4.40 9.7

04200 200 79'' 12 4.7'' 10.5 4.1'' 5.40 11.9

BAR 30x8 mm 1.2''x.3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

BAR 35x8 mm 1.4''x.3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

BAR 40x10 mm 1.6''x.4''  MAXIMUM PRESSURE 1000 kg  / 2250 lb

CLAMPS
PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

MOD. E

MOD. R

MOD. F

8.5cm 3.3''

12cm 4.7''

15cm 6''

32 www.piher.com

http://www.piher.com
www.piher.com


BAR 40x10 mm  1.6''x.4''  MAXIMUM PRESSURE 200 kg / 450 lb

BAR 40x10 mm  1.6''x.4''  MAXIMUM PRESSURE 700 kg  / 1600 lb

BAR 40x10 mm  1.6''x.4''  MAXIMUM PRESSURE 500 kg  / 1120 lb 

BAR 40x10 mm  1.6''x.4''  MAXIMUM PRESSURE 150 kg / 340 lb

COD  cm in  cm in  cm in kg lb

06503 30 12'' 42 16.5'' 40 15.7'' 6.60 14.5

2

06504 40 16'' 42 16.5'' 40 15.7'' 6.90 15.2

06505 50 20'' 42 16.5'' 40 15.7'' 7.20 15.8

06506 60 24'' 42 16.5'' 40 15.7'' 7.50 16.5

06508 80 31'' 42 16.5'' 40 15.7'' 8.20 18.1

06510 100 39'' 42 16.5'' 40 15.7'' 8.80 19.4

COD  
cm in

 
cm in  cm in kg lb

06703 30 12'' 52 20.5'' 50 19.7'' 7.10 15.6

2

06704 40 16'' 52 20.5'' 50 19.7'' 7.40 16.3

06705 50 20'' 52 20.5'' 50 19.7'' 7.70 16.9

06706 60 24'' 52 20.5'' 50 19.7'' 8.00 17.6

06708 80 31'' 52 20.5'' 50 19.7'' 8.70 19.2

06710 100 39'' 52 20.5'' 50 19.7'' 9.30 20.5

COD  
cm in

 
cm in  cm in kg lb

15020 20 8'' 22 8.7'' 20.5 8.1'' 3.50 7.72

2

15030 30 12'' 22 8.7'' 20.5 8.1'' 3.80 8.38

15040 40 16'' 22 8.7'' 20.5 8.1'' 4.10 9.04

15050 50 20'' 22 8.7'' 20.5 8.1'' 4.40 9.70

15060 60 24'' 22 8.7'' 20.5 8.1'' 4.70 10.36

15080 80 31'' 22 8.7'' 20.5 8.1'' 5.30 11.7

15100 100 39'' 22 8.7'' 20.5 8.1'' 6.00 13.2

COD  
cm in

 
cm in  cm in kg lb

06020 20 8'' 30 11.8'' 28.5 11.2'' 3.90 8.60

2

06030 30 12'' 30 11.8'' 28.5 11.2'' 4.20 9.26

06040 40 16'' 30 11.8'' 28.5 11.2'' 4.50 9.92

06050 50 20'' 30 11.8'' 28.5 11.2'' 4.80 10.58

06060 60 24'' 30 11.8'' 28.5 11.2'' 5.10 11.2

06080 80 31'' 30 11.8'' 28.5 11.2'' 5.80 12.8

06100 100 39'' 30 11.8'' 28.5 11.2'' 6.40 14.1

40cm 15.7''

50cm 19.7''

22cm  8.7''

30cm 11.8''

MOD. K

EXTRA DEEP CLAMP 40K

EXTRA DEEP CLAMP 50K

MOD. S

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

CLAMPS
PIHER FABRICATION GUARANTEE

OWN MAKE & DESIGN 
MADE IN SPAIN
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MOD. H

COD  
cm in

 
cm in  cm in kg lb

41010 10 4'' 8.5 3.3'' 7 2.8'' 1.0 2.20

5

41015 15 6'' 8.5 3.3'' 7 2.8'' 1.1 2.43

41020 20 8'' 8.5 3.3'' 7 2.8'' 1.2 2.65

41025 25 10'' 8.5 3.3'' 7 2.8'' 1.3 2.87

41030 30 12'' 8.5 3.3'' 7 2.8'' 1.4 3.09

41040 40 16'' 8.5 3.3'' 7 2.8'' 1.6 3.53

41050 50 20'' 8.5 3.3'' 7 2.8'' 1.8 3.97

41060 60 24'' 8.5 3.3'' 7 2.8'' 2.0 4.41

COD  
cm in

 
cm in  cm in kg lb

42020 20 8'' 12 4.7'' 10.5 4.1'' 1.80 3.97

5

42025 25 10'' 12 4.7'' 10.5 4.1'' 1.90 4.19

42030 30 12'' 12 4.7'' 10.5 4.1'' 2.00 4.41

42040 40 16'' 12 4.7'' 10.5 4.1'' 2.20 4.85

42050 50 20'' 12 4.7'' 10.5 4.1'' 2.40 5.29

42060 60 24'' 12 4.7'' 10.5 4.1'' 2.60 5.73

42080 80 31'' 12 4.7'' 10.5 4.1'' 3.00 6.61

42100 100 39'' 12 4.7'' 10.5 4.1'' 3.40 7.50

42120 120 47'' 12 4.7'' 10.5 4.1'' 3.80 8.38

3
42140 140 55'' 12 4.7'' 10.5 4.1'' 4.20 9.26

42150 150 59'' 12 4.7'' 10.5 4.1'' 4.40 9.70

42200 200 79'' 12 4.7'' 10.5 4.1'' 5.40 11.9

BAR 40x10 mm 1.6''x.4''  MAXIMUM PRESSURE 2500 kg · 5620 lb

COD  cm in  cm in kg lb

23050 50 19.7'' 6 2.4'' 4.0 8.82

2

23075 75 29.5'' 6 2.4'' 4.8 10.58
23100 100 39.4'' 6 2.4'' 5.5 12.1
23125 125 50'' 6 2.4'' 6.3 13.9
23150 150 59'' 6 2.4'' 7.0 15.4
23175 175 68.9'' 6 2.4'' 7.8 17.2
23200 200 78.7'' 6 2.4'' 8.5 18.7
23225 225 88.6'' 6 2.4'' 9.3 20.5
23250 250 98.4'' 6 2.4'' 1.0 22

123275 275 108.3'' 6 2.4'' 1.8 23.8
23300 300 118.1'' 6 2.4'' 11.5 25.3

Cast iron jaws.
• Extra resistant rolled 

steel bar.
• Anti-rust coated bar.
• Epoxy painted jaws.

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN

Beech wood 
handled clamps 
with crosspin

Beech wood 
handled 
clamps with 
crosspin

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

• Cast iron jaws
• Nonslip brake on 

moving jaw
• Extra resistant hot 

rolled steel bar  
(90 Kg/mm2)

• Anti-rust coated bar
• Epoxy painted jaws

MOD. EM

MOD. FM
BAR 35x8 mm 1.4''x.3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

BAR 30x8 mm 1.2''x.3''  MAXIMUM PRESSURE 900 kg  / 2025 lb

8.5cm 3.3''

12cm 4.7''

CLAMPS

Max. 11cm  4''
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SASH-CLAMP

SASH CLAMPS

 COD  cm in  cm in kg lb

08100 100 39.4'' 8 3.1'' 11.5 25.3

1

08125 125 50'' 8 3.1'' 13.0 28.6

08150 150 59'' 8 3.1'' 14.5 31.9

08175 175 68.9'' 8 3.1'' 16.0 35.3

08200 200 78.7'' 8 3.1'' 17.5 38.6

08225 225 88.6'' 8 3.1'' 19.0 41.9

08250 250 98.4'' 8 3.1'' 20.5 45.2

08275 275 108.3'' 8 3.1'' 22.0 48.5

08300 300 118.1'' 8 3.1'' 23.5 51.8

08325 325 127.9'' 8 3.1'' 25.0 55.1

08350 350 138'' 8 3.1'' 26.5 58.4

08400 400 157.5'' 8 3.1'' 29.5 65

BAR CLAMP ACCESSORIES

COD  cm MOD

14082 8x4.2
3.1''x1.65'' 

Pressure plate with nut and spindle V-80
1

14081 Running pressure plate with locking bolt V-80

BAR 80 x 42 mm 3''x1.6''  MAXIMUM PRESSURE 1500 kg · 3400 lb

• Strengthened ductile cast iron heads.
• Steel nuts.
• IPN section following UNE 36521 

and EN 10025 rules.
• Extra strong screw with trapezoidal 

thread.

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 

MADE IN SPAIN

New locking system

PRESSURE LIFT SCREWS

Steel weldable body Steel weldable body

COD kg lb

14062 .26  .57 2

COD kg lb

94330 .83  1.83 2

76mm  2.99''
105mm  4.13''

Ø 26mm

Ø 1.02''
Ø 34mm

Ø 1.34''

0-35mm

0-1.38''

0-50mm

0-1.97''

95mm  3.74''190mm   7.48''
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SPIKE FIX ACCESSORIES

• Forged steel 
manufacture

• For our models:  
Maxipress & F

65mm
2.55''

45mm
1.77''

BIG PLASTIC PROTECTION CAP SET

BOX OF 100 CAPS

Oil free plastic. 
Stainless.

5mm
0.19''

CLAMPS ACCESSORIES

113mm 4.44''

50mm
1.96''

60mm 2.36''

COD kg lb

24014 0.04 0.08 1

For our models:  
Maxipress, E, F, R, EM, 
FM, S, K

2 units/pack

COD kg lb

14059 0.26 0.57 1

COD kg lb

24010 4.2 
9.25 1

PIHER FABRICATION GUARANTEE
OWN MAKE & DESIGN 
MADE IN SPAIN
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SPARE PARTS
PIHER FABRICATION GUARANTEE

OWN MAKE & DESIGN 
MADE IN SPAIN

MOVING JAWS
Protected double thread piston with greasing hole.

Fine double thread piston. Fine double thread piston.

Trapezoidal thread

Trapezoidal thread

Fine thread Protected fine double thread piston

COD MOD
14031 E
14041 F
14051 R
14061 K
14015 S

COD MOD

93536 40K

93537 50K

COD MOD

14033 EM
14043 FM

COD MOD
14021 MM

COD MOD
14011 M

COD MOD

14201 MAXI M

COD MOD
14055 Maxipress F
14068 Maxipress R

COD MOD
60601 Reversible  FT
61601 Reversible  RT

COD MOD

14057 Maxipress, Reversible

COD MOD

14120 XXL

TABLE SUPPORT

11mm    .43''

• For 30x8 / 35x8 / 40x10 Bar models 
• For our models:  

Maxipress, E, F, R, EM, FM, S, K, 40K, 50K, H

COD kg lb

14090 0.3 0.6 1
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COD  
cm in

 
cm in

kg lb BAR  MAXIMUM 
PRESSURE

30612 12
5''

6
2.4''

.53 
1.17

13.5 x 6.5 mm    
.53'' x .26''

160 kg
360 lb

1

30616 16 
6''

8 
3''

.67 
1.48

16 x 7.5 mm    
.63'' x .30''

300 kg
675 lb

30620 20 
8''

10
4''

1.13 
2.49

19.5 x 9.5  mm    
.77'' x .37''

350 kg
800 lb

30625 25 10''

12
5''

1.5 3.31 22 x 10 mm    
.87'' x .39''

400 kg 
900 lb30630 30 12'' 1.58 3.48

30640 40 16' 2.44 5.38
25.5 x 12 mm       

1'' x .47''
550 kg
1240 lb30650 50 20' 2.66 5.86

30660 60 24'' 2.83 6.24

30680 80 31'' 3.64 8.02
27 x 13 mm    
1.06'' x .51''

600 kg
1350 lb30691 100 40'' 4.22 9.30

MOD. PAL R
30703 30 12''

14
5.5''

2.26 4.98

25.5 x 12 mm  
1'' x .47''

500 kg
1125 lb 1

30704 40 16' 2.5 5.51

30705 50 20' 2.72 6.00

30706 60 24'' 2.92 6.44

FORGED STEEL CLAMPS

MOD. PAL
One piece forged steel quick clamp.
Moving jaw with cranking mechanism.

Forged steel.

kg lb COD PAL

1 0.01 
0.02

30418 30612

30419 30616

30420 30620

30421
30625

30630

30422

30640

30650

30660

30423
30680

30691

PAL R

30422

30703

30704

30705

30706

kg lb COD PAL

1

0.4  0.88  30407 30612

0.4  0.88 30408 30616

0.7  1.54 30409 30620

0.8   1.76 30410
30625

30630

1.4  3.08 30400

30640

30650

30660

1.8  3.96 30607
30680

30691

PAL R

1.2 2.64 30411

30703

30704

30705

30706

MOVING JAW PLASTIC PROTECTION  CAP SET
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FORGED STEEL CLAMPS

MOD. GF

• HRC 32-38 hardness
• Tempered C45 Steel
• Double Cooper plated bath
• Welding splats protected

COD  
cm in    

 
cm in

 MAXIMUM PRESSURE kg lb

55505 5 1.9'' 5.4 2.1''

1800 kg · 3968  lb

0.6 1.3 10

55508 7.5 2.9'' 6.3 2.5'' 0.9 1.9
5

55510 10 3.9'' 8.3 3.2'' 1.4 3

55515 15 5.9'' 10.5 4.1'' 2.3 5
2

55520 20 7.8'' 12.7 5'' 3.5 7.7

EXTREME PRESSURE

For heavy duty work
Tempered and Forged Steel body. 
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QUICK CLAMPS 
FAMILY
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QUICK PIHER

COD R cm in  
cm in

  
cm in kg lb

52615 17.5-32.5    6.9''-12.7'' 15 6''

8
3.1''

.65 1.43

5

52630 17.5-47.5   6.9''-18.7'' 30 11.8'' .76 1.68
52645 17.5-49.0    6.9''-19.2'' 45 17.7'' .88 1.94
52660 17.5-77.5   6.9''-30.5'' 60 23.6'' 1.00 2.20
52690 17.5-107.5    6.9''-42.3'' 90 35.4'' 1.24 2.73
52625 17.5-142.5    6.9''-56.1'' 125 50'' 1.74 3.84

click

7.4 cm  3''

8 cm  3.1''

COD  cm in kg lb

52505 7 3''
0.05 .11

2
52501 5 2'' 2

QUICK PIHER

• Tempered carbon steel bar.
• Fibreglass reinforced nylon jaws.

PROTECTION CAPS

R

BAR 18x6 mm .74''x.24''  MAXIMUM PRESSURE 150kg  ·   340 lb
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COD R cm in  
cm in

  
cm in kg lb

52415 12.5-27  4.9''-10.6'' 15  6'' 6  2.3'' .44  .97
10

52430 12.5-42  4.9''-16.5'' 30  11.8'' 6  2.3'' .52  1.15

COD kg lb

52412 0.04 0.08 2

• Tempered carbon steel bar.
• Fibreglass reinforced nylon jaws.

MINI QUICK PIHER

PROTECTION 
CAPS SET

QUICK PIHER

COD R cm in  
cm in

  
cm in cm in gr lb

52015 7.5-17.5 3''- 6.8'' 10 3.4'' 5.5 2.1'' 19 7.4'' 140 0.3
4

52016 7.5-27.5 3''- 10.8'' 20 7.8'' 5.5 2.1'' 29 11.4'' 200 0.4

• Fibreglass reinforced 
nylon jaws.

• 8 x 3 mm Tempered 
carbon steel bar.

• Reversible.
• TPR Protection caps 

MICRO QUICK PIHER SET
2x blister

COD kg lb

52414 4.8 10.5 1

BOX OF 16X 15cm MINI QUICK PIHER

R

R

click

6 cm  2.3''

5.5 cm  2.1''

BAR 8x3 mm .31''x.11''  MAXIMUM PRESSURE 25kg  ·   55lb

BAR 14x4 mm .54''x.17''  MAXIMUM PRESSURE 70kg  ·  170 lb

30cm
11.8'' 25cm 

9.8''

16cm 
6.3''
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TRACK CLAMPS

8.5 cm

A

8.5 cm

A

COD  cm in  cm in kg lb

30810 12 5'' 6 2.4'' .5 1.1
20

30811 16 6'' 6 2.4'' .53 1.2
30812 20 8'' 6 2.4'' .55 1.2

10
30813 30 12'' 6 2.4'' .6 1.3

COD  cm in  cm in kg lb

30800 12 5'' 6 2.4'' .3 .66
20

30801 16 6'' 6 2.4'' .33 .73
30802 20 8'' 6 2.4'' .35 .77

10
30803 30 12'' 6 2.4'' .36 .79

MOD. TPALMOD. TMM

A Section (mm in)

7.5  .3''

1.
5 

 .0
6''

6.
0 

.2
4''

11.5  .45''

11.85 .47''

• Flat head to insert in 
0.47''x0.31'' grooves

• Moving jaw with cranking 
mechanism

• Forged steel.
• Plastic protection cap 

included

A Section (mm in)

7.5  .3''

1.
5 

 .0
6''

6.
0 

.2
4''

11.5  .45''

11.85 .47''

• Flat head to insert in 
0.47''x0.31''  grooves

• Wooden handle.
• Forged steel.
• Plastic protection cap 

included.

BAR 13.5 x 6.5 mm  .53''x .26''
MAXIMUM PRESSURE 167kg · 368 lb

BAR 13.5 x 6.5 mm  .53''x .26''
MAXIMUM PRESSURE 201kg · 443 lb

COD  
cm in

 
cm in

kg lb

52101 15  6'' 7  2.7'' .25 .55
10

52103 22  8.6'' 7  2.7'' .29  63

T-TRACK QUICK PIHER

• Fibreglass reinforced nylon 
jaws.

• 0.54'' x 0.17''  Forged and 
Tempered carbon steel bar.

•  A Section (mm in)

PROTECTION CAPS

COD kg lb

52098 0.01 .02 1

 MAXIMUM 
PRESSURE 60kg  ·  132 lb

A

7 cm  2.7''

5mm 
.19''

11.8mm .46''
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• Tempered carbon steel bar 
• Aluminum jaws and lever
• Steel ratchet system
• Protection caps with loss prevention system on both jaws

COD kg lb

30819 0.03 .06 2

Made in Aluminium

COD  cm in  cm in kg lb

30820 15 6' 7.5 3'' .6 1.32
5

30821 30 12'' 7.5 3'' .71 1.56

PROTECTION CAPS SET

QUICK PAL ALUMINIUM

EASY
RELEASE

LIGHT PAL

• Zinc coated bar
• Fibreglass reinforced nylon jaws.
• Two steel brake plates
• TPR Protection caps in both jaws.
• Reversible.

BAR 20x5 mm .79''x0.2''  MAXIMUM PRESSURE 120kg  ·   264lb

BAR 19x6.3 mm .74''x0.24''  MAXIMUM PRESSURE 250kg  ·   560lb

Steel Axis

Steel brakes inside  
the mobile jaw.

Oil free plastic protections. 
Stainless.

RATCHET CLAMP

COD  cm in  cm in kg lb

30901 15 6' 8 3.1'' .47 1.03
10

30903 30 12'' 8 3.1'' .55 1.21

8 cm  3.1''

7.5 cm  3''
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BAR 20x5 mm .79''x0.2''  MAXIMUM PRESSURE 50kg  ·   112lb

BENCHPING CLAMPSG CLAMPS

COD MOD  
cm in

 
cm in

kg lb

07004 GC-3 3 1.1'' 2.5  0.9'' 0.07 0.15

1007005 GC-5 5  1.9'' 3  1.1'' 0.1 0.22

07007 GC-7 7  2.7'' 7  2.7'' 0.3 0.66 

COD MOD  
cm in

 
cm in

kg lb

55030 3 3 1.1'' 2.8  1.1'' 0.14  0.3

10
55050 5 4.5  1.8'' 3.2  1.2'' 0.16 0.3

55070 7 7  2.7'' 3.8  1.4'' 0.2 0.4

55010 10 9.5  3.7'' 4.2  1.6'' 0.23 0.4

COD kg lb

55000 0.12 0.26 1

18 cm
7''

1.9 cm
0.7''

Calibrated steel 16x6 bodyStamped sheet metal
For mounting with G clamp for table work.

LIGHT WORKS CLAMPS

6.5cm  2.5''
COD  cm in kg lb

25001 11 4'' 0.1 0.22 1

COD kg lb

25003 1 2.5 5.5 Empty

Capacity
8x 25020 (20cm 8'' )

16x 25040 (40cm 16'' )

• Zinc coated steel bar.
• Non-slip brake on moving jaw.
• Cork protectors prevent pressure marks.
• Really strong, top quality beech wood.
• Easy to use and carry, it´s so light.

WOODEN CLAMPS

EDGE-GRIP PIECEBOX EXTRA LARGE PROTECTOR

COD kg lb

25006 0.02  .04 1

*
COD  cm in  cm in kg lb

25020 20 8'' 11 4'' .43 .95

10

25030 30 12'' 11 4'' .51 1.12

25040 40 16'' 11 4'' .60 1.32

25060 60 24'' 11 4'' .74 1.63

25070 70 28'' 11 4'' .82 1.81

25080 80 31'' 11 4'' .93 2.05

25100 * 100 40'' 11 4'' 1.20 2.65

25120 * 120 47'' 11 4'' 1.27 2.80

25150 20 8'' 15 6'' .50 1.10

25200 20 8'' 20 8'' .55 1.21
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SPRING CLAMPS

• Adjustable angle grips.
• Fiberglass reinforced nylon body.
• Comfortable nonslip handle.
• Easy one finger pressure release.

PROGRESSIVE PRESSURE CLAMPS

EXTENDABLE PROGRESSIVE PRESSURE CLAMP

Extendable carbon steel jaws.

Oil free PE plastic grips. Stainless.

Oil free PE plastic grips. Stainless.

16 cm   6.2''6 cm  2.3''

COD  
cm

 
cm

 
cm

kg lb

52204 21 8.2'' 16 6.2'' 6 2.3'' .23 .50 10

COD   
cm in

 
cm in

 
cm in

kg lb

52201 18 7'' 5.5 2.2'' 4 1.6'' .16 .35
10

52202 22 9'' 8.5 3.3'' 7.5 3'' .20 .44

COD  
cm in

 
cm in

 
cm in

kg lb

52203 22 9'' 8.5 3.3'' 8.5 3.3'' .18 .4'' 10
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MULTICLAMP MULTICLAMP 
WITH HOOK

MULTICLAMP  
WITH PRESSED EYE

See page 18 

SPRING CLAMPS

PLASTIC PROFESSIONAL  
SPRING CLAMP

METAL PROFESSIONAL  
SPRING CLAMP

METAL SPRING CLAMP

• Fibreglass reinforced nylon body.
• Adjustable angle grips.
• Extra resistant tempered spring.

• Steel body.
• PVC protection on grips  and handles.
• Extra resistant tempered spring.

• Steel body.
• Plastic protection on grips.
• Medium-load spring.

COD  
cm in

 
cm in

 
cm

 MAXIMUM PRESSURE

30910 11.5 4.5'' 3 1.1'' 3.5 1.3'' 18 kg · 39 lb 40

30911 16.5 6.4'' 5 1.9'' 6 2.3'' 20 kg · 44 lb 25

ADJUSTABLE SPRING CLAMP

• Adjustable screw pressure.
• Fibreglass reinforced nylon body. 
• Adjustable angle grips. 
• Extra-resistant tempered spring.

COD  
cm in

 
cm in

 
cm in

kg lb

30004 12 5'' 3.5 1.4'' 3 1.2'' .08 .18

2030005 17 7'' 5.5 2.2'' 4.5 1.8'' .12 .26

30006 22 9'' 8.5 3.3'' 7 2.8'' .19 .42

COD  
cm in

 
cm in

 
cm in

kg lb

30007 11 4'' 3.5 1.4'' 3 1.2'' .08 .18 10

30008 16 6'' 5.5 2.2'' 4.5 1.8'' .17 .37
20

30009 24 9'' 8.5 3.3'' 7 2.8'' .40 .88

COD  
cm in

 
cm in

 
cm in

kg lb

57025 11 4'' 2.5 1'' 3 1.2'' .05 .11
20

57050 16 6'' 5 2'' 5 2.0'' .16 .35

47 www.piher.com

http://www.piher.com
www.piher.com


Blister pack

Blister pack

Ven 2 x 2 Units 
COD 30025

Strap Clamp 
COD 30013

• For loads up to 800 Kg.
• Metal right angle corner pieces.
• H.D.P.E. corner protection pads.
• Strap: 5 m. in length.

• For loads up to 800  Kg.
• Strap: 5 m. in length.

• Set of 2 suction cups and ratchet tie down.

COD kg lb

30013 0.49  1 1

   

COD kg lb

99997 1.69 3.7 1

COD kg lb

30014 0.89  1.9 1

   

STRAP CLAMPS

HOLD-ALL STRAP CLAMP

CLAMPING STRAPS FOR PARQUET

WINDSCREEN FIXING KIT
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COD  
cm in

 
cm in

kg lb

07003 6  2.4'' 6  2.4 '' 0.4  .88 6

EDGE-GRIP SCREWS

• Stamped sheet metal
• Lightweight steel clamp with three pressure 

points.

MOD. GC 70-3T 

Made in Aluminium

COD  
cm in kg lb

57099 1-4.8  .4 - 1.8'' .73  1.6
1

57100 1-6.5  .4 -  2.5'' 1.8  3.9

COD MOD  
cm in kg lb

57101 80 1-8  .4 - 3.1 '' 1.5  3
1

57102 45 1-4.8   .4 - 1.8'' .65  1.4

• Angle and joints can be positioned fot perfect and 
accurate fitting

• Modern design ergonomically shaped.
• Easy single hand use.
• Cast iron main body.

• Aluminium main body.
• Nonslip grip on smooth surfaces.
• Easy edge glueing.
• Instant pressure with single hand use.

UNI-CLAMP

ALUMINIUM EDGE-GRIP 

COD kg lb

19000 0.27  0.6 1

Fits all models.

EDGE-GRIP SCREWS

max. 9 cm
max. 4''

GARANTÍA PIHER GUARANTEE
DISEÑO Y FABRICACIÓN PROPIA
OWN MAKE & DESIGN MADE IN SPAIN
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B

C

A

BENCH VICES

PORTABLE CARPENTER’S BENCH VICE

CARPENTER’S BENCH VICE

CARPENTER’S BENCH FOREHEAD SPINDLE 

• Parallel double steel runner.
• Angled opening at rest.
• Ductile cast iron jaws.

• Spindle and nut made of Steel

• Parallel double steel runner.
• Angled opening at rest.
• Ductile cast iron jaws.

B

C

A

A

COD A  cm in B  cm in C  cm in kg lb

54004 15 6'' 5.5 2.2'' 12 4.7'' 2.75 6.06 1

COD A 
cm in

B 
cm in

C 
cm in

kg lb

54006 15 6'' 5.5 2.2'' 12 4.7'' 2.3 5.07

154007 17.5 7'' 8 3'' 20 8'' 7.25 16

54008 22.5 9'' 10 4'' 36 14.2'' 13.7 30.2

COD A  cm in Ø  cm in kg lb

58018 37 14.6'' 18 7.1'' 1.4 3.09

1
58022 39 15.4'' 22 8.7'' 2 4.41

58026 41 16.1'' 26 10.2'' 2.6 5.73

58030 43 16.9'' 30 11.8'' 4 8.82

max. 52mm 2''
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COD for
 

  cm  in  kg lb

55101 1.0 4'' .97 2.14

155126 12.5 5'' 1.43 3.15

55151 15.0 6'' 2 4.41

BENCH VICES

Set of 2 units

ALL STEEL BENCH VICE WITH SQUARE RUNNER

PORTABLE BENCH VICE WITH SQUARE RUNNER

Without jaw accessory for gripping tubes.

With jaw accessory for gripping tubes

SWIVEL BASE

TEMPERED STEEL  
PRESSURE PLATES

MAGNETISED ALUMINIUM PLATE SQUARE RUNNER NUT 
AND SCREW

• Ductile cast iron.
• Interchangeable jaws.

A C

B

• Forged steel
• Steel Hardness: 45-51 HRC
• Adjustable square runner.
• Interchangeable jaws.
• Induction hardened anvil base.
• Including magnetised aluminium pressure plates.

max. 50mm 1.9'' 
min.  20mm  0.7''

COD A cm in B cm in C cm in kg lb

55100 10 4'' 6.5 2.6'' 1.5 4.1'' 6.35 14

155125 12.5 5'' 8 3.1'' 13 5.1'' 11.7 26

55150 15 6'' 10 4'' 16.5 6.5'' 19 42

COD A cm in B cm in C cm in kg lb

55007 6.5 2.6'' 4.5 1.7'' 10 3.9'' 3.69 8.1 1

COD A cm in B cm in C cm in kg lb

55200 10 4'' 6.5 2.6'' 1.5 4.1'' 6.5 14.3

155225 12.5 5'' 8 3.1'' 13 5.1'' 11.9 26.3

55250 15 6'' 10 4'' 16.5 6.5'' 19.2 42.4

COD for MOD.

55102 55100 - 10        4 ''

55127 55125 - 12.5 cm  5 ''

55152 55150 - 15 cm     6 ''

COD for MOD.

55001 55100 - 10 cm      4 ''

55002 55125 - 12.5 cm  5 ''

55003 55150 - 15 cm     6 ''

COD for MOD.

55008 55007 - 8 cm    3.1 ''
55103 55100 - 10 cm      4 ''
55128 55125 - 12.5 cm  5 ''
55153 55150 - 15 cm     6 ''
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B

C

A

A

C

B

A

C

B

COD MOD A cm in B cm in C cm in kg lb

30001 A-10 0-8.5 0-3.3'' 6.5 2.6'' 3.5 1.4'' 5 11.02
1

29999 A-00 0-12 0 - 5'' 10 3.9'' 6 2.4'' 9.2 20.28

COD MOD A cm in B cm in C cm in kg lb

30002 A-20 0-7 0-2.8'' 4.5 1.8'' 3.5 1.4'' 1 2.2 1

WELDER´S ANGLE CLAMPS 

 WOOD WORKING ANGLE CLAMPS

ANGLE CLAMPS

COD MOD A cm in B cm in C cm in kg lb

30003 A-30 2.7 1'' 0-8 0 - 3.1'' 3 1.2'' 1.05 2.31 1

ANGLE CLAMPS FOR MOUNTING WORK 

Made in Aluminium

• Material: aluminium.
• Self-adjustable to different thicknesses.

• Material: ductile cast iron.
• Copper plated non-stick screw for welding work.
• Self-adjustable to different thicknesses.

Made in Aluminium

• Material: Aluminium.
• Max. pressure height: 1.2''.
• Self-adjustable to different thicknesses.
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MADE IN 
SPAIN

TURNTABLE BASE 701 

DRILL VICES

DRILL VICE 702 

DRILL VICE 701 

FAST ACTION DRILL VICE 703

• Ductile cast iron.
• Smooth tempered steel changeable jaws with 90º prism and step.

• Ductile cast iron
• Smooth tempered steel changeable jaws with step.

• Non-tempered steel for mechanisation.
• Smooth tempered steel changeable jaws.
• Includes 2 sets of machineable steel jaws.

A

B

C

G

A
B

C

G

COD A cm in B cm in C cm in G cm in E cm in  kg lb

70210 8.5 3.3'' 9.5 3.7'' 2.55 1'' 18.8 7.4'' .30 .1'' 4.0 8.82

70220 1.0 4'' 11.6 4.6'' 3.15 1'' 24.1 9.5'' .40 .2'' 8.5 18.7

70230 12.5 5'' 16.0 6.3'' 4.15 2'' 30.0 11.8'' .45 .2'' 14.7 32.4

70240 15.0 6'' 19.0 7.5'' 5.25 2'' 34.5 13.6'' .60 .2'' 18.0 39.7

COD A  cm in B cm in C cm in D cm in E cm in M cm N cm F cm in
for 

MOD.  kg lb

70117 16.0 6.3'' 6.0 2.4'' 14.9 6'' .8 .3'' 1.7 .7'' M-10 M-8 4.0 1.6'' 70110 2.1 4.63

70127 17.8 7.0'' 8.0 3.1'' 16.7 7'' .8 .3'' 1.8 .7'' M-10 M-8 5.0 2'' 70120 2.7 5.95

70137 22.9 9.0'' 11.5 4.5'' 2.1 8'' 1 .4'' 2.2 .9'' M-12 M-10 8.0 3.1'' 70130 5.6 12.3

70147 25.9 10.2'' 12.5 4.9'' 24.7 10'' 1 .4'' 2.2 .9'' M-12 M-10 8.0 3.1'' 70140 7.6 16.8

70157 29.4 11.6'' 15.0 6'' 28.0 11'' 1 .4'' 2.3 .9'' M-14 M-14 9.0 3.5'' 70150 9.2 20.3

  

COD A cm in B cm in C cm in D cm in E cm in F cm in S cm in  kg lb

70320 27.5 1.8'' 9.0 3.5'' 2.0 .8'' 8.5 3.3'' 42 16.5'' 1.3 1.4'' .8 .3'' 1.5 23.15

COD A cm in B cm in C cm in G cm in E cm in  kg lb

70110 6.5 2.6'' 7.6 3'' 2.55 1' 16.3 6.4'' .30 .1'' 2.7 6

70120 8.5 3.3'' 9.0 3.5'' 2.55 1'' 18.8 7.4'' .30 .1'' 4.3 9.5

70130 1.5 4'' 11.6 4.6'' 3.15 1'' 24.1 9.5'' .40 .2'' 8.5 18.7

70140 12.5 5'' 15.7 6.2'' 4.15 2'' 30.0 12'' .45 .2'' 17.5 38.6 

70150 15.0 6'' 19.0 7.5'' 5.25 2'' 34.5 13.6'' .60 .2'' 23 50.7
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WELDING TOOLS

COD MOD
A 

cm in
B 

cm in  
cm in

kg lb

51027 P.0 2.6 1 2.8  1.1 11.6  4.6 .15 .33

1

51001 P.1 3.7  1.5 3.7  1.5 18.5  7.3 .6  1.3

51005 P.2 7.2  2.8 3.7  1.5 18.5  7.3 .66  1.5

51009 P.3 7.2  2.8 7  2.8 23  9.1 .82  1.8

51013 P.4 10  3.9 7  2.8 23  9.1 .97  2.1

51017 P.6 10  3.9 15  6 31  12.2 1.2  2.8

51021 P.7 12  4.7 7  2.8 23  9.1 1  2.2

51024 P.8 14.5  5.7 7  2.8 23  9.1 1.1  2.4

COD MOD A 
cm in

B 
cm in

T 
cm in kg lb

70001

M 16 12.3 
4.8

5.6
2.2

1.8 .7 1 2.2

1

70002 2.0  .8 1 2.2

70003 2.2  .9 1.1 2.4

70004 2.4  .9 1.2 2.6

70005

M 20 16
6.3

7
2.8

2.2  .9 2  4.4

70006 2.4  .9 2.1 4.6

70007 2.8 1.1 2.3  5.1

COD A 
cm in

B 
cm in

T 
cm in M kg lb

70031 1.75  .7 2.8  1.1 1.8  .7

M 16

0.09  .2

1

70032 1.95  .8 3.2  1.3 2.0  .8 0.12  .26

70033 2.15  .8 2.15  .8 2.2  .9 0.19  .42

70034 2.35  .9 2.35  .9 2.4  .9 0.27  .6

70035 2.15  .8 2.15  .8 2.2  .9

M 20

0.17  .37

70036 2.35  .9 2.35  .9 2.4  .9 0.26  .57

70037 2.75  1.1 4.5  1.8 2.8  1.1 0.44  .97

COD L cm in M kg lb

70021 15.0  6 M 16 0.20  .44

1
70022 25  10 M 16 0.35  .77

70025 16.5  6.5 M 20 0.34  .75

70026 30  12 M 20 0.64  1.4

COD MOD

51036 P1

1

51037 P2 / P3

51038 P4 / P5

51039 P6

51040 P7

Copper plated thread and Forged body.  
These pliers are available with double thread and 
protective screw covers. Consult us for prices.

B

A

ADJUSTABLE CLAMP 700 T-SHAPE NUT 700

SPARE SCREW

SPARE STEEL SCREW  700

Nickel plated drop forged steel. Tempered steel.Tempered steel.

L

A B

A

B

T

T

FORGED WELDING PLIERS 
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COD MOD A
cm in

B
cm in kg lb

29003 Q1 8.5 3.3'' 15 6'' .30 .66

1029004 Q2 11 4'' 19.5 7.7'' .65 1.4

29005 Q3 14 5.5'' 26 1.2'' 1.2 2.6

COD MOD Ø cm in A kg lb

29006 MG 1 6 2.4'' 150 A .18 .40
6

29007 MG 2 9 3.5'' 300 A .55 1.2

   

• Permanent ferrite magnet with bakelite protection 
resistant to high temperatures.

• For welding 45º and 90º angles.
• For industrial use.
• Thick steel sheet joined with threaded screws.

COD Height kg lb

30030 14x24 cm
5.5'' x 9.4'' 4.2 cm  1.6'' .63  1.39 6

COD Ø cm in Height kg lb

30029 15  6 '' 3.7 cm  1.4'' .31  .68 6

MAGNETIC ROUND TRAY MAGNETIC RECTANGULAR TRAY

MAGNETIC WELDING TOOLS

MAGNETIC HOLDERS

MAGNETIC GROUND BLOCKS

COD A

29008 300 A
6

29009 500 A

GROUND BLOCK TERMINALS • Contact pieces wholly in brass.
• For industrial use.
• Permanent ferrite magnets.

With rubber base protection With rubber base protection

A

90º45º

B

Stainless steel.Stainless steel.

Undeformable bakelite
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HANDHELD SUCTION CUP

SUCTION CUP FOR GLUEING

SUCTION CUPS

• Prevents surface damage.
• For handling glass, tiles, sheet metal and non-

porous materials.

Made in ABS plastic.

COD Ø cm in kg lb

30106 7.8 3.1'' .5 1.1 1

COD Ø cm in kg lb Max. 

30129 8.5 3.3'' .09 .2 10 Kg. 22 lb 2

PROFLAT SUCTION CUP PROCURVE SUCTION CUP

• For flat surfaces.
• Strong plastic anti-slip handle and body.
• Strong plastic pump with vacuum leakage indicator.
• Quick suction release button.
• Carrying case and protective cover included.

• For convex and flat surfaces.
• Strong plastic anti-slip handle and body.
• Strong plastic pump with vacuum leakage indicator.
• Quick suction release button.
• Carrying case and protective cover included.

CERTIFIED
TÜV Rheinland geprüfte

Sicherheit
CERTIFIED
TÜV Rheinland geprüfte

Sicherheit

COD Øcm in kg  lb Load Capacity Max. 

30131 20 8'' 1.56 3.4 100 KG  220 lb 1

COD Øcm in kg  lb Load Capacity Max. 

30132 23 9'' 1.77 3.9 120 KG   264.5 lb 1
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VEN 1

VENAL 3

VEN 2

VENAL 2 SILICON

VENAL 2

VEN 2 ARTICULATED

VENAL 3 SILICON

VENAL 1

• Strong ABS plastic body.
• Protective covers included.
•  Centrally located swivel action heads for nylon 

band.

• Strong ABS plastic body.
• Protective covers included.

• Strong ABS plastic body.
• Protective covers included.
•  Single hand use.

• For extreme temperature work.
• No surface damage.

CERTIFIED
TÜV Rheinland geprüfte

Sicherheit

SUCTION CUPS

COD MOD Ø 
cm in

kg lb Max. 

30127 VEN 2 SIL. 12.3
4.8''

.94
2 100  Kg. 220 lb 

1

30128 VEN 3 SIL. 12.3
4.8''

1.3
2.9 60  Kg. 132 lb

COD Ø 
cm in kg lb

Load Capacity

Max.  GS  
30026 12.3 4.8'' .47 1.04 40kg 110 lb 15 kg. 33 lb 1

COD Ø 
cm in kg lb

Load Capacity kg lb 

Max.  GS  
30024 12.3 4.8'' .30 .3 20  44 10  2 1

COD Ø 
cm in kg lb

Load Capacity

Max.  GS  
30027 12.3 4.8'' .94 2.07 60kg 132 lb 25kg 55 lb 1

COD Ø 
cm in kg lb

Load Capacity kg lb 

Max.  GS  
30130 11.7 4.6'' .56 .56 40  110 25  66 1

COD Ø 
cm in kg lb

Load Capacity

Max.  GS  
30028 12.3 4.8'' 1.34 2.95 100kg 220 lb 100kg 220 lb 1

COD Ø 
cm in kg lb

Load Capacity kg lb 

Max. 

30025 11.7 4.6'' .60 .6 30   88 1

MATERIAL USED FOR RUBBER SUCTION PADS

Maximum temperature Minimum temperature Durability Surface damage

NITRILE 65ºC  149ºF -10ºC 14ºF Limited Yes

SILICON 300ºC  572ºF -110ºC  -166ºF Unlimited NO

• Aluminum alloy body
• Protective covers included

• Aluminum alloy body
• Protective covers included

• Aluminum alloy body
• Protective covers included
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RIGHT ANGLED SINGLE SUCTION CUP

• High density aluminium alloy body.
• Ratchet tightening.
• Protective covers included.

RATCHET DOUBLE SUCTION CUP

• High density aluminium alloy body.
• Ratchet tightening.
• Protective covers included.

DOUBLE SUCTION CUP FOR LEVELLING

• Aluminum alloy body.
• Protective covers included.
• 4 cm nylon screw levelling system.

DOUBLE SUCTION CUP WITH SCREW MECHANISM

• High density aluminium alloy body.
• Screw tightening.
• Protective covers included.

SUCTION CUPS

COD Ø cm in kg lb

30107 12.3 4.8'' 1 2.2 1

COD Ø cm in kg lb

30103 11.7 4.6'' 1.3 2.9 1

COD Ø cm in kg lb

30102 11.7 4.6'' 1.6 3.5 1

COD Ø cm in A cm in kg lb

30101 11.7 4.6'' 36-38.5 14-15 1.9 4.1 1
A
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COD  For the articles

1

30150 30024. 30026

30151 30025. 30101. 30102. 30103

30152 30027. 30028

COD  For the articles

1
30153 30100. 30110. 30131. 30132

30160 30132

COD  For the articles

1

30020 30024. 30026. 30027. 30028

30021 30025. 30101. 30102. 30103. 30162

30022 30100. 30110. 30131

30019 30132

COD  For the articles

1 30154 30127. 30028. 30027. 30128  

COD For the articles

1 30155 30024. 30025. 30026. 30027 30028. 
30101. 30102. 30103

COD  For the articles

1 30165 30100. 30110. 30131. 30132

COD For the articles

1 30164 30100. 30110. 30131. 30132

MULTIPURPOSE SUCTION CUP

MULTIPURPOSE SUCTION CUP

• Aluminum alloy body.
• Protective rubber covers included.

• Aluminum alloy body.
• Protective rubber covers included.

Protective rubber pad included.

Protective rubber pad included.

Protective rubber pad included.

ØM6

SPARE TRIGGER SPARE ABS PUMP 

SPARE RUBBER PAD

SPARE RUBBER PAD SPARE PROTECION PADS

SPARE SILICON PAD

SUCTION CUPS

COD Øcm in kg lb Load Capacity

30162 11.7 
4.6''

.31 

.68 15 kg  33 lb 1

COD Øcm in kg lb Load Capacity

30166 11.5 4.5' .31 .68 25 kg  55 lb 1

Ø6.8mm  .26'' 50mm  2''
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Made in Aluminium

LIFTERS

VERTICAL HINGED LIFTING CLAMP

DOOR AND PANEL LIFTER

PROFESSIONAL LIFTER

• Tempered steel jaws.
• Vertical lifting, turning and transporting.
• Safety locking system.
• CE certified for every unit.

• Easy, safe lifting for doors, panels, furniture, 
containers...

• Non-slip plate.
• Comfortable safe foothold.
• Sheet steel body.
• Pivotal support.

• Easy, safe lifting for doors, panels, furniture, 
containers...

• Non-slip plate.
• Aluminium main body.
• Pivotal support.

H

LOAD CAPACITY 50 kg / 110 lb

COD H cm in  kg lb

30161 6 2.4'' .73 1.6 1

LOAD CAPACITY 200 kg / 441 lb

COD H cm in  kg lb

57104 8.5 3.3 1.1 2.4 1

COD MOD LOAD CAPACITY  
cm in

kg lb

57205 BT-05 38-500 kg
84-1102 lb

0-1.5
0 - .6''

1.9
4.2

57210 BT-10 75-1000 kg
165-2205 lb

0-2
0 - .8''

4.6
1.1

57220 BT-20 125-2000 kg
276-4409 lb

0-2.5
0 - 1''

7.3
16

57230 BT-30 225-3000 kg
496-6614 lb

0-3
0 - 1.2''

15 
33

57250 BT-50 375-5000 kg
827-11023 lb

0-5
0 - 2''

20
44

35 cm  13.8''

40 cm   15.7''
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Non slip surface

Made in Aluminium

• PP plastic body.
• Maximum carriage thickness 3 cm.

TRANSPORTERS

PANEL CARRIER 

GLASS PANE CARRIER

PLASTIC TRANSPORTER GRIP

• Easy lifting and moving.
• Safe careful carriage for wood, plastic, non-greasy 

metals and much more.
• Steel main body.

• High density aluminum body.
• Non-slip PE rubber lined cork on the two pressure 

points.

35.5 
cm
14''

7 cm
2.8'' 16.4 cm

6.5''

20 cm
7.9''

8 cm
3.1''

LOAD CAPACITY 75 kg / 165 lb

COD  cm in kg lb

57103 0-6.5 0-2.6 .95 2 1

LOAD CAPACITY 80 kg / 176 lb

COD  cm in kg lb

30104 2.5 1 1 2.2 1

LOAD CAPACITY 100 kg / 220 lb

COD kg lb

30105 .45 .99 1
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SAWHORSES AND ROLLERS

ROLLER STAND AND BALLWORK PROFESSIONAL SUPPORTS

ROLLER STAND AND BALLWORK PROFESSIONAL SUPPORTS

ROLLER STAND AND BALLWORK PROFESSIONAL SUPPORTS

• With interior ball bearings.
• Quick easy change from roller to ballwork.
• Foldaway.

• With interior ball bearings.
• Quick easy change from roller to ballwork.
• Foldaway.

• With interior ball bearings.
• Quick easy change from roller to ballwork.
• Foldaway.

B

A

Independent levelling device 
for each support point.

Independent levelling device 
for each support point.

COD A cm in B cm in Ø cm in kg lb

30034 35
14''

75-110 
30''-43''

6
2.4''

1.1
22.3 1

LOAD CAPACITY 200 kg / 441 lb

COD A cm in B cm in Ø cm in kg lb

30032 30
12''

77-116 
3.3''- 46''

5
2''

7
15.5 1

LOAD CAPACITY 100 kg / 220 lb

COD A cm in B cm in Ø cm in kg lb

30043 30
11.8''

60-100 
23.6''- 39.3''

3.8
1.4''

4.2 
9.6 1

LOAD CAPACITY 60 kg / 132 lb
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10 cm
3.9''

SAWHORSES AND ROLLERS

SAWHORSE 150

MULTIPLE-PURPOSE ROLLER

• Antislip strip in support area.
• Foldaway with handle for easy carriage.

Portable

SPARE BALLWORKSPARE ROLLER

A

B

• Grips onto any surface up to 6.5 cm. thick.
• For horizontal and vertical use .
• Extra strong roller with interior ball bearings.

LOAD CAPACITY 40 kg / 88 lb

COD A cm in B cm in Ø cm in kg lb

30035 45
18''

8-40
3'' - 16''

38
15''

2.7
6 1

COD   cm in  For the articles

30037 30 12' 30032

30039 35 14'' 30034

COD   cm in For the articles  Øcm in

30036 30 12'' 30032 5 2''
30038 35 14'' 30034 6 2.4''
30040 45 18'' 30035 3.8 1.5''

LOAD CAPACITY 150 kg / 330 lb

COD kg lb

30031 4.30 9.48

100 cm   40''

78 cm
31''
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2 RIGID LEGS PULLER

6 PULLER DISPLAY

A

B

C

3 LEG EXTERNAL PULLER 721
• Nickel plated drop 

forged steel.
• For external 

extraction work.

• Nickel plated drop forged steel.
• Made for extreme and hard works.

A

B

EXTENSION BEARING PULLER 722

BEARING SPLITTER 723

Nickel plated drop forged steel.

Equivalence

A

B

R

A

B

R

COD  Included kg lb

72200 72209-72219-72229
72238-72239-72249 16.5 36.4 1

COD A mm in B mm in B max. mm in C mm in Tn kg lb

72209 50 2'' 60 2.4'' 12 0.47''' 72 2.8'' 1 .3 0.7

1

72219 80 3.1'' 80 3.1'' 25 0.98'' 122 4.8'' 2 1.0 2.2

72229 135 5.3'' 115 4.5'' 25 0.98'' 156 6.1'' 3 1.3 2.9

72238 160 6.3'' 155 6.1'' 25 0.98'' 210 8.3'' 10 2.4 5.3

72239 220 8.7'' 145 5.7'' 25 0.98'' 210 8.3'' 10 4.0 8.8

72249 220 8.7'' 195 7.7' 60 2.36'' 260 10.2'' 15 4.4 9.7

Tn = Ton-pressure

COD A mm in B mm in Tn  kg lb

72110 55 2.2'' 70 2.8'' .5 1.1 2.4

1

72120 85 3.3'' 100 3.9'' 1 1.3 2.9

72130 135 5.3'' 150 6'' 4 3.4 7.5

72140 180 7.1'' 200 7.9'' 7 3.6 7.9

72150 300 11.8'' 310 12.2'' 10 7.5 16

72160 365 14.4'' 425 16.7'' 17 8.5 19

72170 460 18.1'' 520 20.5'' 30 16 35

72180 750 29.5'' 850 33.5'' 50 24 53

    = Combina 2 y 3 patas / Adaptable for 2 legs use

COD A mm in B mm in R kg lb

72210 115 4.5'' 47-110 1.9''-4'' 3/8” 1.1 2.4

1

72220 115 4.5'' 47-140 1.9''-5.5'' 3/8” 1.3 2.9

72230 175 6.9'' 62-195 2.4''-7.7'' 5/8” 3.4 7.5

72240 175 6.9'' 70-245 2.8''-9.6'' 5/8” 3.6 7.9

72250 245 9.6'' 105-325 4.1''-13'' 5/8” 7.5 16.5

COD B mm A mm R kg lb

72310 60 2.4'' 4-60 .2'' - 2.4'' 3/8” .75 1.7

1
72320 80 3.1'' 6-80 .2'' - 3.1'' 3/8” 1.3 2.9

72330 110 4'' 10-110 .4'' - 4'' 5/8” 2.75 6.1

72340 155 6.1'' 12-134 .5'' - 5.3'' 5/8” 5.7 12.6

COD COD

72210 72310

72220 72320

72230 72330

72240 72340

72250 72340

MADE IN 
SPAINPULLERS
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COD A mm in B mm in C mm in Tn kg lb

74055 80 3.14'' 80 3.14'' 10.7 .42'' 1 0.5 1.1

1
74056 116 4.56'' 122 4.8'' 11 .43'' 3 0.9 1.9

74057 160 6.33'' 161 6.33'' 14.2 .55'' 5 1.8 3.9

74058 200 7.87'' 202 7.95'' 14.5 .57'' 8 3.3 7.2

Tn = Ton-force

COD A mm in B mm in C mm in Tn kg lb

74059 80 3.14'' 80 3.14'' 10.7 .42'' 1 0.6 1.3

1
74060 116 4.56'' 122 4.8'' 11 .43'' 3 1.1 2.4

74061 160 6.33'' 161 6.33'' 14.2 .55'' 5 2.3 5

74062 200 7.87'' 202 7.95'' 14.5 .57'' 8 4 8.8

Tn = Ton-force

SELF-CENTERING 2 & 3 OSCILLATING LEG LIGHT PULLER
The legs interlock with the support nut of the spindle, 
which makes all the legs move at the same time.

COD

72520

MULTIPLE USE 2 LEG PULLER 725
• Forged steel.
• For internal and 

external extraction 
work.

B

A

W

MADE IN 
SPAIN PULLERS

A

B

C

COD A mm in B mm in W mm in kg lb

72500 140 5.5'' 35-173 
1.4'' - 6.8''

90-155 
3.5'' - 6.1'' 2.7 6

172510 182 7.2'' 35-250 
1.4'' - 9.8''

105-260
4.1'' - 1.2'' 6 13

72520 72510 + plastic case 6.5 14
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Extractor for internal (Ø12 to 100 mm) and 
external use (Ø0 to 75 mm.)

Included: 
legs for external use.

Included:

36 cm

FULL PULLER SET 728

72712 / 72715 / 72720 72810 72840

COMPLETE COLLET 727
Internal bearing extractor

To carry out the extraction work a sliding 
hammer 728 or puller 7283 is needed.

EXTRACTOR 728
Extractor for internal and supplementary legs for 
external use.

SLIDING HAMMER 728
For the collet 727 and puller 728 articles.

1/2” UNF 20h

1/2” UNF 20h

MADE IN 
SPAINPULLERS

COD kg lb

72800 4.5  9.9 1

COD Ø mm in  kg lb

72705 5-7 .2'' - .3'' .08 .2

1

72708 8-11 .3'' - .4'' .09 .2

72712 12-14 .5'' - .6'' .27 .6

72715 15-19 .6'' - .7'' .27 .6

72720 20-24 .8' - .9'' .32 .7

72725 25-29 1'' - 1.1'' .37 .8

72730 30-37 1.2'' - 1.5'' .42 .9

72738 38-46 1.5'' - 1.8'' .55 1.2

72747 47-54 1.9'' - 2.1'' 1.32 3

72755 55-64 2.2'' - 2.5'' 1.58 3.5

72765 65-76 2.6'' - 3'' 1.95 4.3

COD kg lb

72810 .5 1.1 1

COD kg lb

72840 1.04 2.3 1
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BALL-BEARING PULLER SET 726

COD 72610 COD 72620 COD 72640

Use by pushing the rounded legs between the inside 
and outside tracks and pulling upwards. d mm

E mm

D mm

SPARE STEEL BAND

SCREW PULLER 730

3 LEG OIL FILTER PULLER 737

STEEL BAND OIL FILTER PULLER 736

Tempered steel body.

Tempered steel jaws.

Steel band to increase grip.

C

A

B

Ø

Ø

A

H

MADE IN 
SPAIN PULLERS

COD Ø D Ø d E kg lb

72610 20-95
.79'' - 3.74''

5.3 .21'' 3.2 .13''
.9 
26 .24'' 4.1 .16''

8 .31'' 5.1 .20''

72620 35-117 
1.38'' - 4.61''

8 .31'' 5.1 .20''

2.5
5.5

9 .35'' 5.7 .22''
11 .43'' 6.2 .24''

12.6 .50'' 6.2 .24''
16 .63'' 9.2 .36''

72640 62-195 
2.44'' - 7.68''

16 .63'' 9 .35''

8.9
20

19 .75'' 11.2 .44''
22 .87'' 14 .55''
25 .98'' 15 .59''
28 1.10'' 16 .63''

31.5 1.24'' 19 .75''

COD Ø A B C kg lb

73010 4.5-9.5 .2 - .4 12 .5 46 1.8 25 1.0 .14 .31

73020 8-19  .3 - .7 21 .8 60 2.4 31 1.2 .39 .86

73030 15-25  .6 - 1.0 3 .1 68 2.7 38 1.5 .63 1.39

  UoM. mm inch

COD Ø A B kg lb

73710 55-72 2.2-2.8 20 7.9'' 31 12.2'' .4 .88

73720 68-110  2.7-4.3 24 9.4'' 37 14.6'' .8 1.8

73730 110-142 4.3-5.6 24 9.4'' 55 21.7'' 2.7 6

  UoM. cm inch

COD Ø cm in kg lb

73610 65 - 110 25.6''-43.3'' .49 1.08

73620 110 - 155 43.3''-61' .51 1.12

COD For the articles

73611 73610
10

73621 73620
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COMPONENTS

COD A mm  in B mm  in C mm  in D mm  in  mm  in M

74002 6 .24 3 .12 102 4.02 26 1.02 3.75-4 .15-.16 M6-M8

74003 8 .31 4 .16 108 4.25 35 1.38 4.7-5 .19-.20 M8-M10

74004 10 .39 5.5 .22 118 4.65 37 1.46 6.5-7 .26-.28 M10-M12

74005 12 .47 7.8 .31 118 4.65 39 1.54 10-10.5 .39-.41 M14-M16

74006 18 .71 8 .31 130 5.12 45 1.77 12-15 .47-.59 M16-M22

74007 18 .71 12.7 .50 130 5.12 47 1.85 13-16 .51-.63 M18-M32

COD A mm  in B mm  in C mm  in M mm  in  mm  in

73203 5 .20 2.7 .11 51 2.01 4 .16 3 .12

1

73204 5 .20 3.3 .13 68 2.68 4.7 .19 4 .16

73205 6 .24 4.6 .18 66 2.60 6 .24 5 .20

73206 8 .31 5.5 .22 73 2.87 8 .31 6 .24

73208 10 .39 6.7 .26 80 3.15 10.5 .41 8 .31

  UoM. mm

COD included kg lb

74000 74002.74003.74004.74005 0.4 0.88
1

74001 74002.74003.74004.74005. 74006.74007 1 2.2

COD included kg lb

74008 4 extractor, 4 drills and 8 guides set 0.4 0.88 1

COD included kg lb

73200 Set of 4 extractor, 4 drills and 8 guides 0.4 0.88 1

HELICAL SQUARE EXTRACTOR SET

HELICAL SQUARE EXTRACTOR SET with drills and external guides

LEFT HAND THREAD  STUD EXTRACTORS

• Set for broken screw extraction.
• Tempered steel.

 Ø

A

B

CD

MADE IN 
SPAINSTUD EXTRACTORS

A

B

C
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COD Inches Ø mm Screw kg lb

74010 ½ 22.5 M10

0.1
1

74011 ¾ 28.3
M12

74012 1 34.6
74013 1 ¼ 43.3

M14
74014 1 ½ 49.7
74015 2 61.8

M20
74016 2 ½ 74.4
74017 3 90.6
74018 3 ½ 103.2
74019 4 116 0.2

COD Inches Ø mm Screw kg lb

74030 ½ 22.5 M10

0.1
1

74031 ¾ 28.3
M12

74032 1 34.6
74033 1 ¼ 43.3

M14
74034 1  ½ 49.7
74035 2 61.8

M20
74036 2 ½ 74.4
74037 3 90.6
74038 3 ½ 103.2
74039 4 116 0.2

COD Inches Ø mm Screw kg lb

71513 ½ 12.7
M8

0.1 .22

1

71519 ¾ 19 0.1 .22
71525 1 25.4 M10 0.2 .44
71532 1 ¼ 32

M12
0.3 .66

71538 1 ½ 38 0.4 .88
71551 2 51 M14 0.9 1.98
71563 2 ½ 63.5

M20

1.6 3.53
71576 3 76.2 2.2 4.85
71589 3 ½ 89 3.2 7.06
71598 4 101.6 3.8 8.38

COD Inches Ø mm Screw kg lb

74040 ½ 12.7
M8

0.1 .22

1

74041 ¾ 19 0.1 .22
74042 1 25.4 M10 0.2 .44
74043 1 ¼ 32

M12
0.3 .66

74044 1 ½ 38 0.4 .88
74045 2 51 M14 0.9 1.98
74046 2 ½ 63.5

M20

1.6 3.53
74047 3 76.2 2.2 4.85
74048 3 ½ 89 3.2 7.06
74049 4 101.6 3.8 8.38

PUNCHES WITHOUT BEARINGS

PUNCHES WITH BEARINGS

PUNCHES

SPARE SCREW WITHOUT BEARINGS SPARE SCREW WITH BEARINGS SPARE WASHER

COD M

71201 M8x1.25

1
71202 M10x1.25
71203 M12x1.50
71204 M14x1.50
71205 M20x1.50

COD M

74050 M8x1.25

1
74051 M10x1.25
74052 M12x1.50
74053 M14x1.50
74054 M20x1.50

COD M

71191 M8

1
71192 M10
71193 M12
71194 M14
71195 M20

Top quality hexagonal head screw 
(120kg/mm²) DIN 934 Hardness 25HRC

Brass washer.

Ø

Ø

• Tempered steel.
• Brass washer protection against any abrasion.
• Cut capacity: 0.08'' in steel sheet metal, 0.05'' in stainless steel. 
• Hexagonal head screw.

 ØReal pipe

 ØReal pipe

 ØConduit pipe

 ØConduit pipe

MADE IN 
SPAIN

69 www.piher.com

http://www.piher.com
www.piher.com


40 cm 16''45 cm 18''

160 cm
4 ft

214 cm
7 ft

42.5 cm 17''
44.4 cm 19''

DISPLAY STAND

VICE DISPLAY STAND

TRANSPORTER AND STORAGE TROLLEY 1 METER LINEAL DISPLAY

MULTIPROP DISPLAY STAND

For metal working
For wood working

152 cm
5 ft

82 cm
32'' 54 cm

21''

45.5 cm
17.9''

228 cm
89.7''

COD kg lb

14005 47 103 1

COD kg lb

14003 17 37.5 1

COD kg lb

14002 13 28.6 1
COD kg lb

14001 14 30.8 1

100 cm
39.3''
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LYON d'OR  
OUTSTANDING NEW PRODUCT 
AWARD 
Eurobois, Lyon, France   2011

MULTIPROP 
BEST PRODUCT OF THE YEAR 
UK  2015

COMMITTED TO GIVING TOP QUALITY

COMMITTED TO HELPING THE ENVIRONMENT

COMMITTED TO  DEVELOPING SOCIAL RESPONSIBILITY

PIHER company supports and is involved in 
the Economy for the Common Good:  

a market system focused on promoting the 
Common Good and cooperation.

We are developing the  
Common Good Balance 5.0  

to evaluate the implementation  
of these values.

ISO: 14001
ENVIRONMENTAL  

COMMITMENT

ISO: 9001
QUALITY  

COMMITMENT

MAGAZINE

RENEWABLE ENERGY 
COOPERATIVE PROVIDES 
ALL THE POWER USED  
IN  OUR FACTORY

www.somenergia.coop  
Som Energia 

www.ecogood.org/en 
Economy for the Common Good 
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